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SolarDrive S6F PV Canopy 

  

Overall Specification 
Description Details 

Part no. 06-4-0019-00 S6F Box packed 

Dimension ~ Box (LxWxH) 1890x1100x106mm ~ 2030x1200x200mm 

Weight standard mounting ~ Box 16.3kg ~ 32,4kg 

Frame material Aluminium and stainless steel 

Mounting Mounting points individually adjustable to fit any golf car 

Packaging 

Part no. Packing Pallet Epal 3 20’ Container HC 40’ Container HC  

  Dimension  

(WxLxH)mm 

Pcs   

Pallet 

Weight 

Pallet 

Pallets 

container 

Pcs 

 

Pcs 

 

Pallets 

container 

Pcs Pcs 

06-4-0024-00 S6F Box Packed Individual 1000x1200x144(2196) 5 125,5kg 10 50 58(50+8) 21 105 123 (105+18) 

06-4-0010-00 S6F Big Box Packed Bulk 1000x1200x144(2134) 11 241,1kg 10 110 118(110+8) 21 231 249 (231+18) 

 

For Hi Cube containers additional 8 pcs for 20’ and 18 pcs for 40’ containers can be  

hand packed on top of the pallets. Figures show floor view of packing 20’ and 40’ containers. 
 

PV Specification 
Description Details 

Back material Back Sheet (white PVF) 

Junction box (protection degree) IP68 

Installation Module Dimension (L×W×H) 1840x1040x2.5mm 

Bending radius 0.3m 

Weight 5.7 kg 

Operating temperature range -40℃～+85℃ 

Maximum system voltage DC1500V(IEC) 

Maximum series fuse rating 18A 

 

               I-V Curves at different irradiance                 I-V Curves at different cell temperature 
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MPPT PV charge controller 
Description Details 

Part No. 06-1-0010-00 MPPT PV charge controller 

Controller type Boosting MPPT 

Battery voltage – indicator lamp 48V LED Red/ 60V LED Blue  

Voltage selection jumper Connect 48V/Disconnect 60V 

Battery type  Lead acid/Lithium  

Static (Self) consumption < 15mA 

Open circuit voltage 16V – 50V 

MPPT working voltage 14V – 36V 

MPPT tracking power ＞99% 

Charging conversion efficiency 90% ～ 97% 

Maximum charging current 8A 

Maximum PV input current 10A 

Maximum PV power input 36Vmp/360W 

Over voltage 48V Bat. 64V/60V Bat. 80V 

Equilibrium charging voltage 48V Bat. 58.4V/60V Bat. 73.0V 

Equilibrium charging interval 30 days (lithium battery has no equilibrium 

charging function) 

Boost charging voltage 48V Bat. 57.6V/60V Bat. 72.0V 

Float charging voltage 48V Bat. 55.2V/60V Bat. 69.0V 

Working temperature -35℃ ～ +65℃ 

Protection grade IP67 

Weight 300g 

Protection function Over voltage protection for storage battery, 

reverse connection protection for storage 

battery, over current protection for input 

and output, over voltage protection for 

photovoltaic panel, reverse connection 

protection and over temperature protection 

for photovoltaic panel, open circuit 

protection for output, anti-reverse charging 

protection at night 

 

 

 

 

 

 

 
 

 

PV performance Unit 06-1-0003-00 PV 
Max-Power (Pm) W 370 

Max-Power Point Voltage (Vmp) V 35.1 

Max-Power Point Current (Imp) A 10.54 

Open-Circuit Voltage (Voc) V 42.6 

Short-Circuit Current (Isc) A 11.16 

Module Efficiency (ηm) % 21.0 

Test condition - Electrical Characteristics at Standard Test Conditions 

STC: AM=1.5， Irradiation 1000W/m², Module Temperature 25℃, Power 

Tolerance ±3% 

Status MPPT charge controller 
Indicator lamp 

colour 

Battery Status Status description 

Red 48V Battery 

Voltage selection 

jumper 

connected 

Off No power - disconnected 

On Idling 

Slow flash Charging 

Quick flash Battery over voltage  

Blue 60V Battery 

Voltage selection 

jumper 

disconnected 

Off No power - disconnected 

On Idling 

Slow flash Charging 

Quick flash Battery over voltage  
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